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1. Product Registration Process 

1.1 Submitting Registration Request 

To start the registration process for their product(s), the Manufacturer shall complete the application 

form on the Product Registration section of the Flexi-Orb website. In doing so, they will be required to 

provide documentation1 to support conformity, as detailed in Section 1.2.  

1.2 Conformity Assessment 

The evidence required for the conformity assessment is as follows: 

• Module A - Internal production control, provision of Technical Documentation established by the 

manufacturer. 

• Manufacturing process and monitoring to ensure compliance of the manufactured product(s) with 

the technical documentation. Evidence of annual Factory Production Audits shall serve to satisfy 

this requirement.  

• Manufacturer CE marking and EU declaration of conformity. 

Note: The manufacturer’s obligations for CE marking and EU declaration of conformity may be 

fulfilled by the manufacturer’s authorised representative on its behalf, and under its responsibility, 

provided documented evidence of the mandate is provided. 

1.3 Approval and Payment 

Once the review has been completed successfully, the manufacturer will be issued an invoice for 

payment. The charge for registering products can be found on the Flexi-Orb website.  

If the review is unsuccessful, then the application will be rejected and an explanation provided along 

with details of any required corrective actions to be taken by the manufacturer should they wish to 

reapply. 

1.4 Ongoing Suitability 

To maintain the products approval on the Flexi-Orb Product Database, evidence of ongoing annual 

Factory Production Audits shall be provided at the anniversary date to Flexi-Orb. A nominal 

administration fee2 will be charged for the review of this evidence. 

 
1 Acceptance of the documentation will be subject to the manufacturer confirming that the product has not been altered or modified 

in such a way since the issue of certification that it would be deemed to require retesting and certification of the product(s) before it 

could be accepted by Flexi-Orb. 
2 Details of the nominal administration fee can be found on the Flexi-Orb website under the Manufacturers Tab. 

https://flexi-orb.com/manufacturers/product-registration/
https://flexi-orb.com/manufacturers/product-registration/
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If the evidence is not provided within one calendar month of the anniversary date of the listing on the 

Flexi-Orb Product Database, that product will be suspended for an additional calendar month. 

If the evidence is not received by the end of the second calendar month, it shall be removed from the 

Flexi-Orb Product Database, and a new application will be required before it can be reinstated.  

Manufacturers shall notify Flexi-Orb of any material changes to registered products in accordance with 

POL-008 Product Policy requirements.  

Flexi-Orb reserves the right to suspend or remove products from the Product Database where safety 

certification expires, required evidence is withdrawn, material changes remain undeclared, or 

significant safety concerns arise. 

2. PV Mounting Equipment Components 

PV mounting equipment is defined as all parts and components required to mount single or multiple 

Solar PV Modules on either: 

• The structure of the roof of a building, including both pitched and flat roof types; or 

• A ground-mount supporting structure, including fixed-tilt or adjustable framing systems installed 

directly onto or within the ground. 

This definition does not include the Solar PV Products themselves, the requirements for which are 

detailed in the separate APX-008 - Appendix B - Solar PV Products. 

For the purposes of the Product Policy: 

• Roof-mounting equipment includes all components required to provide a safe, structurally stable 

fixing that ensures compliance with Building Regulations for weathertightness, structural integrity, 

and (where relevant) fire performance. 

• Ground-mounting equipment includes all components required to provide a secure, durable, and 

structurally stable foundation or frame, capable of withstanding environmental loading, ground 

conditions, and any relevant regulatory or standards-based requirements. 

Both roof-mount and ground-mount equipment must ensure safe installation, long-term stability, and 

compatibility with the intended site conditions and regulatory obligations. 

3. Acceptable Products 

The Construction Products Regulations (305/2011/EU-CPR) do not cover Solar Roof Mounting 

products; therefore, roof mounting equipment must comply with The Building Regulations 2010 
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Approved Document 7, Materials and Workmanship Section 1: Materials. This requires as a minimum 

that such products have been through a Conformity Assessment process to the referenced harmonised 

standards with consideration for the application of the tests detailed in Clause 5.3. 

Details of UK Approved Bodies can be found in the UK Market Conformity Assessment Bodies database. 

Details of European Notified Bodies can be found in the NANDO Database. 

4. Certificate Content 

Certificates used by the Manufacturer to evidence compliance with the standards detailed in this 

document shall contain the name and address of the manufacturer or manufacturer approved supplier. 

The model and reference number of the component shall also be stated, along with a unique reference 

number, issue number and date. 

The output of testing will produce a Type Test Report detailing that the associated standards and 

associated tests required (as relevant) have been completed, and the product is confirmed as meeting 

the detailed test criteria listed below to a satisfactory standard. It will be expected that this evidence 

will also be provided in the annual Factory Production Audits, during which the following activities 

shall take place: 

• Review of the product technical data files, including materials.  

• Review of end of line tests in accordance with the manufacturer’s quality plan.  

• Repeat testing of elements from the product standard, as appropriate, to confirm that the product 

continues to meet the requirements for certification and listing.3 

5. Type Tests Required4 

Products that have been tested to the requirements listed below (where relevant) and have a 

supporting Type Test Report shall also have undergone annual Factory Production Audits in line with 

the requirements of Section 1 – Purpose and Scope of the POL-008 Product Policy.  

The Standards referenced in the following tables are taken to refer to the current version: 

 
3 It will be expected that the period of retesting (where needed) will be included in the Manufacturers Technical Documentation. Where 

the product does not require retesting the manufacturer is advised to state that no expiry date is required to provide clarity. 
4 The manufacturer shall have the option to test their products to the Type Test requirements of ISO/IEC 17025:2017 and if done shall 

provide the Type Test Report as part of the supporting evidence submitted to Flexi-Orb on application for product listing. 

https://find-a-conformity-assessment-body.service.gov.uk/
https://webgate.ec.europa.eu/single-market-compliance-space/notified-bodies
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5.1 Weathertightness Performance Requirements (Roof Mounted Equipment) 

Standard Description 

BS EN 1928 
Flexible Sheets for Waterproofing – Bitumen, Plastic, and Rubber Sheets – 

Determination of Watertightness. 

BS 5534 Code of practice for slating and tiling (including shingles). 

PD CEN/TR 15601 Guidance for the selection of underlays for discontinuously laid roof coverings. 

BS EN 490 Concrete roofing tiles and fittings – Product specifications. 

BS EN 491 Concrete roofing tiles and fittings – Test methods. 

BS ISO 10904 Bitumen-based materials – Determination of watertightness. 

BS EN 539-1 
Clay roofing tiles for discontinuous laying – Determination of physical 

characteristics – Part 1: Impermeability test. 

 

5.2 Resistance to Wind Uplift 

This section specifies the mandatory structural, mechanical, testing, and documentation requirements 

for manufacturers of ground‑mount, pitched‑roof, and flat‑roof mounting equipment intended for the 

installation of Solar Photovoltaic (PV) systems. 

Compliance with this section is a prerequisite for product approval and listing on the Flexi‑Orb Product 

Database, in accordance with POL‑008 Product Policy requirements for product registration, 

conformity assessment, and ongoing suitability. 

5.2.1 General Requirements 

Manufacturers shall ensure that all PV mounting equipment - ground‑mount, pitched‑roof, and 

flat‑roof - are designed to resist wind actions in accordance with EN 1991‑1‑4 (Eurocode: Wind 

Actions), including: 

• Determination of wind velocity and peak velocity pressure 

• Turbulence intensity 

• Terrain categories 

• Pressure and suction coefficients relevant to system geometry and installation location 

Additional requirements: 
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Roof‑mounted equipment shall apply Eurocode‑defined local pressure coefficients for internal, 

perimeter, and corner zones, recognising increased uplift at edges and corners. 

Ground‑mount equipment shall apply terrain‑specific wind profiles, exposure categories, 

soil/foundation interaction effects, and aerodynamic behaviour at low elevation. 

Where system geometry or aerodynamic response falls outside simplified Eurocode assumptions, 

wind‑tunnel or computational fluid dynamics (CFD) analysis shall be undertaken in accordance with 

EN 1991‑1‑4. 

5.2.2 Design and Structural Performance Requirements 

a) All mounting equipment shall resist wind uplift and lateral wind forces equal to or greater than 

those calculated using EN 1991‑1‑4. 

Systems may incorporate: 

• Ballast solutions (flat‑roof or ground‑mount) 

• Mechanical fixings suitable for roof substrates or ground foundations 

• Hybrid systems combining ballast and mechanical anchoring 

b) Roof‑mounted equipment (pitched or flat) shall not compromise structural integrity, 

waterproofing, or fire performance. Evidence shall include assessment of: 

• Roof deck type 

• Loads imparted 

• Fixing locations 

• Compatibility with Building Regulations 

c) Ground‑mount equipment shall demonstrate stable foundation design appropriate to soil type, 

frost depth, drainage, and overturning resistance. 

d) All equipment shall consider dynamic wind effects including: 

• Turbulence 

• Vortex shedding 

• Aeroelastic behaviour 

as required by EN 1991‑1‑4. 
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5.2.3 Mandatory Test Requirements 

a) Roof‑mounted equipment shall be type‑tested to relevant standards including: 

• DD CEN/TS 15087 – Mechanical fasteners: wind uplift 

• BS EN 14437 – External cladding: resistance to wind load 

b) Where mounting affects fire behaviour of a roof, external fire testing shall be undertaken to: 

• BS 476‑3 

• BS EN 13501‑5 using DD CEN/TS 1187 

c) Where mounting influences weathertightness of roof systems, evidence shall follow standards 

including: 

• BS EN 1928 

• BS 5534 (pitched roof requirements) 

• BS EN 490 / BS EN 491 

• BS ISO 10904 

Ground‑mount equipment shall provide structural and corrosion‑resistance testing relevant to their 

foundation and material design. 

5.2.4 Technical Documentation Requirements 

Manufacturers shall provide a complete Technical Documentation Pack including: 

• EN 1991‑1‑4 wind calculations for representative roof and ground‑mount scenarios 

• Engineering justification for ballast/fixing/foundation design 

• Type‑test reports and certification in accordance with Clause 5.3.3 and 5.2.4 

• Structural assessments demonstrating compatibility with installation substrate 

• Installation instructions and layout parameters 

Documentation shall confirm compliance with POL‑008 and demonstrate that the product is safe, 

structurally suitable, and fit for use in the UK. 

Certificates shall include: 
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• Manufacturer name and address 

• Model reference 

• Unique certificate number 

• Issue number and date 

5.3 Fire (External Spread of Flame) 

Standard Description 

BS 476-3 Fire tests on building materials and structures – Classification and method of 

test for external fire exposure to roofs. 

BS EN 13501-

5:(linked to) DD 

CEN/TS 1187 

Fire classification of construction products and building elements – 

Classification using data from external fire exposure to roofs tests. 

 

In compiling the technical documentation, the manufacturer shall consider if there is a risk that the 

fixing method for securing the product(s) to the roof will increase the overall roof fire risk, e.g. from 

increases in the gaps between disparate roofing components, etc. 

In such circumstances the manufacturer shall ensure that the product(s) have undergone an external 

fire test to ensure that where the product is installed to manufacturer’s instructions that the fire 

performance of the roof is not reduced in anyway and remains in compliance with Building 

Regulations.  

Evidence of this test shall be provided with a 17025 Type Test Certificate. 

END OF SECTION 
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Intellectual Property, Permitted Use & Non-Reliance Notice 

© 2026 Certi-fi Schemes Limited (trading as Flexi-Orb). All rights reserved. 

Copyright Notice 

This document and all original content contained within it, including its structure, analysis, methodology, and 

recommendations, are the intellectual property of Certi-fi Schemes Limited. 

Copyright protection applies to the text, formatting, analytical framework, and presentation of concepts 

contained herein. 

No part of this document may be reproduced, stored, transmitted, or distributed in any form or by any means, 

electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from Certi-fi 

Schemes Limited, except for the limited purposes set out below. 

Permitted Use  

This document is published by Certi-fi Schemes Limited (trading as Flexi-Orb) for use by: 

• Manufacturers 

• Installers 

• Product suppliers 

• Certification and conformity assessment bodies 

• Insurers 

• Consumers 

• Other industry stakeholders 

for the purposes of: 

• Understanding Flexi-Orb product requirements 

• Supporting product listing applications 

• Supporting product conformity assessment 

• Supporting scheme participation 

• Supporting product selection and installation activities 
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• Supporting product assurance and consumer protection activities 

Intellectual Property Protection 

Whilst this document may be freely viewed, downloaded and referenced for the purposes described above, it 

remains the intellectual property of Certi-fi Schemes Limited. 

No person or organisation may: 

• Reproduce this document as part of another certification, registration, approval or assurance scheme 

• Create derivative certification requirements based upon this document for commercial gain 

• Remove Flexi-Orb branding or attribution 

• Republish this document in a modified form 

• Claim authorship of any content contained within it 

• Use this document to imply endorsement, approval or partnership with Certi-fi Schemes Limited 

without written permission 

Non-Reliance Statement 

This document provides policy requirements associated with participation in the Flexi-Orb scheme. 

Nothing contained within this document removes the responsibility of manufacturers, installers, designers, 

owners or other stakeholders to comply with applicable legislation, standards, regulations or manufacturer 

instructions. 

Certi-fi Schemes Limited accepts no liability arising from the misuse, misinterpretation or unauthorised 

modification of this document. 

END OF DOCUMENT 
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Revision History and Approval 

Rev. Nature of Changes Last Author 

Signature 

Approval 

Signature 

Date 

1.0 Original Release 

12.08.26 - Title change to replace “Systems 

Products” with “Equipment”. Reference to 

“mounting system” replaced with “mounting 

equipment” for consistency. 

 
 

11/08/2026 

 

 

 



  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

t: 0330 335 3382 

e: info@flexi-orb.com  

w: flexi-orb.com  

Flexible Energy Oversight Registration Body (Flexi-Orb) is a trading style of Certi-fi Schemes Limited.  

Registered address: Strawberry Fields Digital Hub, Euxton Lane, Chorley, PR7 1PS.  

Registered in England (Company number 08823843). 
 

tel:03303353382
mailto:info@flexi-orb.com
https://flexi-orb.com/

